
Model 325
Electronic Offi ce Scale

z Display–  0.5" high, 5 digit LCD 

z Power–  AC adapter or 9V Battery 
(both included)

z Operator Keys–  On/Off, Tare, Hold, and 
Units

z Platform Size– 8.125" x 5.25" 
(205 mm x 135 mm)

z Accuracy–  +/- 0.3% of applied load

z Capacity–  25 lb x 0.1 oz (12 kg x 0.002 kg)

z Construction–  ABS plastic injection 
molded case and platter



Model 325 Electronic Offi ce Scale

 Specifi cations Specifi cations
Capacity– 25 lb x 0.1 oz (12 kg x 0.002 kg)
Platform Size– 8.125" L x 5.25" W

205 mm (L) x 135 mm (W)
Display– 0.5" high, 5 digit LCD 
Keyboard– On/Off, Tare, Hold, and Units
Units– Selectable lb/oz and kg/g modes
Power– AC or 9V battery operation (both included)

Operating Temp– 32˚ F to 104˚ F (0˚ C to 40˚ C)
Packaging Dimensions– 9.18" W x 11.31" L x 2.50" H

233 mm (W) x 287 mm (L) x 64 mm (H)
Shipping Weight– 3.5 lbs (1.59 kg)
Certifi cations– UL/CE approved power supply

 Features Features
This simple weight-only electronic scale is perfect for 
letter and small parcel mail to ensure correct postage 
without overpayment. The low profile design is easy to 
use and store. Features a flip-up letter stand to hold 
large envelopes. Powered via AC adapter or 9V battery 
(both included). This model has a Hold feature for larger 
parcels, a Units key to toggle between lbs/oz and kg/g, a 
Tare key and an On/Off key.
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